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The TX System has been designed to provide a simple, affordable 
solution for monitoring critical areas such as temperatures and  
humidity etc. in warehouses or production areas. Simply position the 
sensors with virtually no installation and be provided with alerts and 
automated reports for complete Traceability. 
 
The range of TX modules are available providing both short and long 
range transmission, repeaters further extend range if required. 

 
 
 
 
 
 
 
 
 
 
 

Monitoring 
Data Collection is a mandatory requirement for many processes, for 
example Food Processing. The remote sensors collect and record 
information that is sent off to the central monitoring station, whether on-
site, remotely to a Web-server or even integrated with a HACCP System. 
 
Reporting and alarms 
Standard weekly reports are provided that show conditions during the 
course of each day, therefore saving time, normally spent manually 
collecting data. In the case of an event, eg temperature exceeding 
maximum set point an alarm is raised, this is in the form of an audible 
sound/flashing light, PC flag, email or SMS. 
 
Features and Benefits 
Long range, wireless transmission for simple installation 
Food Grade enclosure manufactured to EN71 and FDA requirements 
No corners for easy cleaning 
IP 68 rated to withstand harsh environments 
10 year battery life, maintenance free 
Simple PC software for viewing reports and profiles 
Audible Alarm to alert locally when exceptions occur 
 
Options 
Simple to integrate with a wide range of sensors eg Humidity, versatile 
Available with product probes 
SMS text message in the event of an alert 
Web-based reporting ��
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The Data Logging System has been designed for simple installation, being totally 
wireless and provide standard reports, yet have the option of being a Web based 
solution with real time SMS text message alerts. 

Module The intelligent TX module is standard with 1 x temperature probe but can interface 
to a range of other sensors, virtually any medium can be monitored and integrated with the 
single system, even door positions. An unlimited number of modules can be used with one 
system. 

Wireless The wireless modules are available in a range of frequencies, normally licence-free 
433Mhz or 868 Mhz  with different power options and antennas. These options allow for a 
system to be recommended for virtually any site condition and range requirements. 
Repeaters are available if range is to be extended. 

Central Station Data is collected from the sensor modules at the Central Station, this device 
can generate audible/visual alerts in the event of an alarm. The Central Station is either 
connected to a PC for local reports or directly to the internet for remote reporting.  

Calibration and maintenance services available  

How it works - from areas being monitored, to the Office PC, or to remote locations ����
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System Components and function 
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